EXHIBIT 1: STANDARD DETAILS

MAILBOXES

5' MIN.

MAILBOX LOCATION

VARIES

5' MIN. SIDEWALK

BACK OF CURB

3" - 38" - 42"

4 BOXES MIN. - 10 MAX.
VARIATIONS SUBJECT TO
CITY APPROVAL

FACE OF CURB

ELEVATION FROM STREET

NOTES:

1. MAILBOX MUST BE TYPE "APPROVED BY THE POSTMASTER GENERAL" WITH A UNIFORM BOX STYLE AND METHOD OF ADDRESS IDENTIFICATION PER EACH STANDARD.

2. LOCATION IS SUBJECT TO APPROVAL BY THE CITY AND POSTMASTER FOR PROTECTION OF VIEWS AND ACCESS.

3. THE SKETCH DEPICTS A MIN. STRUCTURAL AND DIMENSIONAL STANDARD. INNOVATIVE DESIGNS MEETING THE MIN. DIMENSIONAL AND STRUCTURAL REQUIREMENTS ARE ACCEPTABLE.

4. POST MUST GIVE FIRM SUPPORT BUT NOT EXCEED 2" DIA. SCH. 40 IRON PIPE OR 4" X 4" WOODEN POST.

5. ADDRESSES MUST BE PLACED ON FRONT OF BOXES.

AUGUST 1, 2017

MAILBOX STANDARD

PUBLIC WORKS DIRECTOR

8/11/17

DATE

STANDARD DETAIL M-1

NOT TO SCALE