12" MINIMUM OF 3 DAY APPROACH CONCRETE OR MATCH EXISTING DEPTH OF AC/CONCRETE ROADWAY WHICH EVER IS GREATER (BROOM FINISH)

2" C.S.T.C.

EXISTING EARTH

24" TO 36" VARIES

SA= CURB HEIGHT 3 1/2" MINIMUM TO 4" MAXIMUM
S1= EXISTING AC SLOPE VARIES

SECTION A–A

EJ=EXPANSION JOINTS (3/8" WITH 1/2" RADIUS TYPICAL)

MOUNTABLE CONCRETE ISLAND DETAIL

NOTES:
1. MAINTAIN 10.5' MIN. LANE WIDTH AT ALL TIMES FROM CURB FACE TO CURB FACE.
2. CENTER NEW ISLAND BETWEEN EXISTING CURBS AND EXISTING MOUNTABLE CURB ISLAND.
3. CONCRETE TO BE Poured TO AC. SAW CUT EDGE. AC. PATCHING SHALL NOT BE ALLOWED.
4. RPMS TYPE 2 YY.

FROM CENTER OF ISLAND 48"

1/2 ISLAND WIDTH = 18" TOP CURB FACE

4" 6" R= 1 1/2"

SA RPM S1

4" MAX.

SAW CUT EDGE

SEE BLOW UP

20" 10"

SEE BLOW UP

TYPE 2YY

PAVEMENT MARKERS

MEDIAN CHANNELIZATION END DETAIL