2" DIA. BRASS DISK MARKED AS SHOWN

2" DIA. BRASS DISK CENTERED IN CORE

10" DIA. CORE

PLAN VIEW

ALL JOINTS SHALL BE SEALED USING PAVING ASPHALT AR4000W OR APPROVED EQUAL.

5" 5"

24"

ASPHALT

CRUSHED STONE

GRAVEL BASE

COMMERCIAL CONCRETE

SUBGRADE

No. 4 x 6" REBAR (3 EACH, FOR MAGNETIC DETECTION REQUIREMENT)

SECTION VIEW

NOTES:
1. THIS MONUMENT TO BE USED PRIMARILY IN BITUMINOUS OR ASPHALT CONCRETE PAVEMENT AND CENTERLINE MEDIAN LANDSCAPED AREAS. PRIMARILY USED IN SUBDIVISIONS AND MINOR ARTERIALS.
2. CAP SHALL BE A 2" OR LARGER BRASS DISK PLUG MARKER.
3. BRASS DISK SHALL BE SET FLUSH TO TOP OF CONCRETE AT 1/2" BELOW FINISH ASPHALT SURFACE TO PREVENT DAMAGE FROM VEHICLES AN MAINTENANCE EQUIPMENT.
4. THE LETTERING ON THE BRASS DISC SHALL BE ORIENTED NORTH.
5. THE CORNER MARK "X" OR HOLE PUNCH SHALL BE WITHIN 1/2" OF DISC CENTER.
6. ALL CONSTRUCTION AND MATERIALS SHALL MEET THE SPECIFICATIONS AND BE APPROVED BY THE CITY ENGINEER.