### Dimension (Inches)

<table>
<thead>
<tr>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>E</th>
<th>F</th>
<th>G</th>
<th>H</th>
<th>I</th>
<th>J</th>
<th>K</th>
<th>Notes</th>
</tr>
</thead>
<tbody>
<tr>
<td>Post Mounted</td>
<td>12</td>
<td>4.5</td>
<td>1.5</td>
<td>6</td>
<td>0.50</td>
<td>4.0</td>
<td>4.5</td>
<td>3</td>
<td>2</td>
<td>2</td>
<td>3</td>
</tr>
</tbody>
</table>

### Road Designation Abbreviations

<table>
<thead>
<tr>
<th>Street</th>
<th>Ave</th>
<th>Ct</th>
<th>Dr</th>
<th>Rd</th>
<th>Cr</th>
<th>Tr</th>
<th>Hwy</th>
</tr>
</thead>
<tbody>
<tr>
<td>Avenue</td>
<td>Ave</td>
<td>Court</td>
<td>Drive</td>
<td>Road</td>
<td>Circle</td>
<td>Trail</td>
<td>Highway</td>
</tr>
</tbody>
</table>

### Area Abbreviations

<table>
<thead>
<tr>
<th>East</th>
<th>W</th>
<th>Northwest</th>
<th>NE</th>
<th>North</th>
<th>SW</th>
<th>South</th>
<th>SE</th>
</tr>
</thead>
<tbody>
<tr>
<td>E</td>
<td>W</td>
<td>Northwest</td>
<td>NE</td>
<td>North</td>
<td>SW</td>
<td>South</td>
<td>SE</td>
</tr>
</tbody>
</table>

### Notes:

- **Lettering Requirements:**
  1. Standard letter series "C" and letter spacing as per Washington State Department of Transportation sign fabrication manual shall be used.
  2. Lettering shall be a combination of upper and lower case letters per the 2009 Federal Highway Administration (FHWA) Manual on Uniform Traffic Control Devices (MUTCD). Street name will be all lower case with the first letter upper case. If the street is numbered then the suffix of the street number shall be lower case and shall be ½ height of the numbered capital letters.
  3. Use standard roadway designations and area abbreviations as indicated.

- **Sign Manual Requirements:**
  4. Color;
     - 4.1. Background – Green (Reflective Sheeting)
     - 4.2. Legend – White (Reflective Sheeting)
     - 4.3. Border – White (Reflective Sheeting)
  5. Sign blanks shall be 0.080” sheet aluminum.
  6. Reflective sheathing shall be type III or IV microprismatic material for background, letters, numerals and borders.

- **General Notations:**
  7. All street name signs shall be single sided with double sign mounting. See double sign mounting detail for ground mounted signs.
  8. Engineer shall approve face copy prior to fabrication.

---

**CITY OF OLYMPIA**

**APPROVED BY**

FRAN R. EIDE, PE

**REVISED DATE**

9/1/2015

**STD. DWG. NO.**

4-37B