NORMAL CURB
HEIGHT = 6"
BATTER = 1:6

3/8" EXPANSION MATERIAL THRU JOINTS SHALL
BE PLACED AT 90° TO FACE OF CURB AND NO
MORE THAN 25 FT. APART.

ROADWAY
6"
12"
1"R
8"
1/4" RADIUS (TYP)

1/2" RADIUS (TYP)

1/2" EXPANSION MATERIAL
WHERE ABUTTING EXIST.
STRUCTURES (TYP)

4" MIN

6"

90°

BROOM FINISH

2" CRUSHED SURFACING TOP COURSE

NOTES:
1. BROOM FINISH SHALL BE PERPENDICULAR TO FACE OF CURB.
2. JOINTS SHALL BE TROWEL FINISHED, AFTER BROOMING.
3. INTEGRAL CURB AND WALK SHALL BE USED ONLY IN "IN–FILL" TYPE SITUATIONS
   WHERE NEEDED TO MATCH EXISTING IMPROVEMENTS.
4. ALL EDGES AND JOINTS SHALL BE FINISHED.
5. WHEN CHECKED WITH A 10 FOOT STRAIGHTEDGE, GRADE SHALL NOT DEVIATE MORE
   THAN 1/8 INCH, AND ALIGNMENT SHALL NOT VARY MORE THAN 1/4 INCH.